
From: Rauscher, Jon
To: Moore, Gary
Subject: RE: CES
Date: Friday, January 23, 2015 4:06:58 PM

Gary,
The scenario that you described would require to calculate a water RSL. None of the RSLs fit the
scenario. During the BP Spill and Hurricane Katrina, water screening levels were calculated.
Thanks, Jon

From: Moore, Gary 
Sent: Friday, January 23, 2015 3:14 PM
To: Rauscher, Jon
Subject: CES
Jon:
Is it appropriate to use the soil RSLs for the following or does it require us to calculate a
water RSL for the senario I describe below. I am trying to finalize the report but I don't
know exactly what ot compare the lab analyses against. This is the situation:
Chemicals spill that is carried into residential storm drains by stormwater. What would
be the Risk Screening Level for the public contacting the diluted chemicals in the
stormwater. My assumption is that the exposure would be possible dermal (getting in the
water), inhalation (odors from the release), and ingestion (getting in the water).
Thanks
Gary Moore
Federal On-Scene Coordinator
U.S. EPA Region 6
214-789-1627 cell
214-665-6609 office
moore.gary@epa.gov

mailto:/O=EXCHANGELABS/OU=EXCHANGE ADMINISTRATIVE GROUP (FYDIBOHF23SPDLT)/CN=RECIPIENTS/CN=49A15E22F3AE4B2F9AAF52AF494423BE-RAUSCHER, JON
mailto:moore.gary@epa.gov
mailto:moore.gary@epa.gov

	barcode: *9855837*
	barcodetext: 9855837


